
Highly Reliable
Technology

Peewee 100 

The thrusters don't work with 
internal cooling fluids. An 
electronic circuit protects the 
thrusters in case of overload 
automatically.

The maximum operational 
depth is 100m.

The umbilical cable is specially 
designed for this ROV with a 
positive or negative buoyancy 
and a diameter off 11 or 14 
mm. It has a Kevlar 
reinforcement that provides a 
traction force of up to 500Kg.

Mariscope Meerestechnik 
started the development of 
ROVs in the early 90s and the 
first sales of industrial quality 
ROVs started in 1994.

Nowadays Mariscope is one of 
the very few remaining 
companies in Germany that still 
owned by its founder, Christian 
Haag.

Over the years Mariscope 
specialized in the manufacturing 
of customized ROVs, Towed 
Systems, Deep Sea Cameras and 
Oceanographic equipment. The 
product range of ROVs goes 
from compact systems to work-
class units.

Mariscope moreover is the only 
manufacturer worldwide to give 
a life time warranty on its 
systems, without a limitation of 
working hours.

Stainless steel and aluminium 
housings, rugged stainless steel 
frames and complete modular 
components are just some of 
the main features.

Launching the Peewee 100, 
the idea of manufacturing a 
very compact, robust and 
high quality ROV has been 
achieved. This ROV, though 
compact, aligns in the 
industrial class quality of all 
Mariscope products. Easy to 
carry by hand, Peewee 100 
incorporates a Full HD 
camera, installed on a tilt 
system and with a pair of 
high output LED spotlights.

 The difference to any other 
ROV in the market is that the 
Peewee is a combination 
between a ROV and a towed 
vehicle.

This ROV is equipped with 3 
thrusters with 150 W each 
and a depressor

integrated in the design.

ROV LIFE TIME
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Technical specifications

Dimensions 
(LxWxH):

Operating Depth: To 100m

Speed:

Front camera on 
tilting mechanism:

Full HC with 111º wide-
angle lens. Full HD 
transmission trough 
Ethernet to the surface 
recording unit

Weight:

Electric power:
   (depth)

Propulsion: 

Optional systems
• Overlay of external text on the screen.

• Laser Pointer

• Cable reel

• USBL Tracking system

The thruster power consumption, light intensity, record function, digital depth meter and compass, 
ROV temperature, camera tilt angle and other additional information are displayed on the screen and 
recorded with the video images. This function can be activated or deactivated (on / off) manually from 
the surface console.

Umbilical:

Umbilical cable, highly flexible 
with Kevlar reinforcement. 
With positive or negative 
buoyancy, 11-14 mm 
diameter and 500kg traction 
resistance.

Compass: Digital (1º resolution), self 
calibrating.

Tilting: Lights and camera are tilted 
simultaneously (+/- 70º)

Depth meter: Digital (0.1 m resolution)

Console: 

Wireless steering console 
and video console, 21¨ 
monitor, industrial 
computer based recording 
(On SSD card) and data-
processing.

2 high output LEDs > 2,900 
lm each, installed on the 
tilt-system

Light:

ROV LIFE TIME

630x390x270 mm

 16 kg

 230 v AC/ 1 kVA

 > 3 Knots 

 2 x 150W Horizontal
 1 x 150W Vertical

Auto depth, auto dive and auto heading functions as 
standard

• Sonar


