Powered by the world’s furthest reaching network, Iridium Pilot is the only reliable truly global connection for broadband voice and data maritime communications – delivering exceptional performance, durability and value, everywhere on the planet.

Iridium Pilot is uniquely engineered to keep ships connected in blazing sun, frigid cold and high winds, over the Earth’s entire surface; open ocean or polar regions.

**Key features and benefits**

- Pole-to-pole global coverage
- Reliable high-speed data
- 3 independent voice lines
- Durable construction
- Performs in any conditions
- Easy to install
- Global Service Program
- 5-year limited warranty
## TECHNICAL SPECIFICATIONS

### OUTDOOR UNIT
- Height: 8.0 in (203 mm)
- Diameter: 22.44 in (570 mm)
- Weight: 27.5 lbs (12.5 kg)

### INDOOR
- Length: 7.78 in (200 mm)
- Width: 9.84 in (250 mm)
- Height: 2.17 in (55 mm)
- Weight: 2.98 lb (1.35 kg)

### DATA
- Up to 134 kbps bidirectional with Iridium OpenPort broadband service

### PHONE
- 3 independent lines for simultaneous use

### COVERAGE
- Global Pole to Pole

## FEATURES
- Pole-to-pole global coverage
- Simultaneous voice and high-speed IP data
- Solid state - no moving parts
- Global Service Program (includes 5-year limited warranty*)
- Easy to install

## READY FOR IRIDIUM NEXT
With the first launch expected in 2015, Iridium NEXT is set to completely redefine the way people and organizations communicate everywhere. Iridium’s next generation global satellite constellation will provide backward compatibility and ongoing support for Iridium Pilot and other Iridium solutions—ensuring longevity and security of users’ purchase for decades to come.